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(45 to 78 and 74 to 97 Mc) should be con-
nected with a jumper to short out resistor Ra.
This connection automatically sets the emit-
ter voltage at the proper value when either
of the high-frequency coils is used. Pin No. 5
of the coil form should be used for the end
of the coil furthest from the pins. This ar-
rangement puts the “hot” end of the coil in
the best gperation position. Following initial
tests and adjustments, the coils should be
sprayed lightly with a clear plastic spray. A
dot of paint at the end of each coil form,
with matching dots on the case next to the
dial window, provides color coding to indi-
cate frequency range of the coil in use.

Initial Tests and Adjustments: Check
the wiring carefully before installing the 1314-
volt battery. Two small pins like those on the
coil forms may be used for making connec-
tion with the battery plug-in terminals. Insert
one of the plug-in coils, switéh the ifstru-
ment on, and adjust the meter control for a
mid-scale meter reading. The meter should
indicate a sharp dip. when the end of the
coil is touched.
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Figure 3: Bottom oblique left inside view of grid-dip meter
showing parts layout and tuning capacitor mounting. Note
cutout hecessary to clear tuning dial. 5
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To set the dial, tune the instrument to one
of the amateur bands and zero-beat its signal
in the receiver. Loosen the set-screw on the
tuning dial and adjust the dial to the receiver

compressing the turns on the ¢oils." If the
coils have ~beeti “properly™wothid” and the
tuning capacitor mounted as described previ-
ously, dial accuracy approaches +2%.

Devices and arrangements shown or described herein may use patents of RCA or others. Information contained
herein is furnished without responsibility by RCA for its use and without prejudice to RCA’srgquﬂf_—righp‘s.
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